
The outdoor IP Camera is a Full HD (two mega-pixel) camera designed for all day video surveillance
on your iPhone and Android mobiles/pads. The setup is truly 1-2-3 :
1.Download the app "Asta" into your iPhone or Android
2.Setup the WiFi connection through the QR code
3.See the video

The camera is for outdoor usage, with the IP66 rated housing, the camera is totally dust and rain
proof and suitable for operation under poor weather condition.
The push notification is supported, so that you will get the notification from your iPhone and
Android once there is any events detected through the motion detection on the camera, even when
your mobile is on sleep mode.
The SD card recording is supported, and you could playback the recorded video on your iPhone and
Android. You could also do the SD card recording only when there is motion detection to save the
SD card storage size. The motion recording has a 3 seconds pre-recording, so that you will always
catch the critical moment.
For day & night usage, there is an IR cut on the camera, IR filter is on for day and off for night. The
lens is wide angle up to 140 degree.
Two-way audio is supported. You can monitor the synchronized video/audio and talk to or warn the
people around the camera from your iPhone and Android once you got the push notification.
The WiFi is supported. You could set up the WiFi connection of the camera easily by showing the QR
code of the router SSID/password to the camera lens through the App. Wired Ethernet connection
is also supported.
The IP camera is ideal for securing small businesses, home offices and residences. The IP Camera is
a perfect replacement of the alarm system in your house and shop.

 IP Camera
 Power adaptor
 LAN Cable
 Antenna
 ID/Password Card
 Installation Guide

1. Power up the Camera using the adapter given in the box.
2. Open the “Confio Asta” application in your Android/iOS mobile.
3. Select “Camera” in the App and tap on “+” Add camera options.
4. Select “Simple camera” in the list of options.
5. For new user “ Register your Mail ID” and proceed further as per the App instruction.
6. Enter the WiFi password and show the QR code to camera. Once the camera detects the QR

Code, you will hear a prompt sound from the camera. Then the camera connects to your
WiFi network.

7. Once the connection is successful, you can view the live view from your android/iOS phone.

Models Wireless outdoor IP camera
Power DC 12V, 1A
Processors RISC CPU, hardware video processing and compression.
Network interface Ethernet 10BaseT/100BaseTX, Auto-MDIX, RJ-45
Wireless interface 2.4G Hz WiFi

Range : 100 meters, line of sight

Housing IP66 rated
Image sensor RGB 2 Mega 1/2.7 inch CMOS sensor

Automatic exposure control, automatic white balance,
automatic gain control, automatic brightness control.

Light sensitivity 0.2 Lux ( IR LED off )
0 Lux (with 10 meters IR LED on)
Automatically turn on the IR LED on low light environment.

Lens M12, 3.2 mm, F2.4, viewing angle- horizontal:90°,
fixed iris. focus range: 50 cm to infinity

Buttons One reset button, to factory default settings
Indicators One LED for Internet connection status indication

Sound prompt for WiFi setup
Video compression H.264, high profile
Video settings Resolution: (Full HD)1920x1080, 640x480

Audio Built-in microphone for audio monitoring
Built-in 0.5W speaker for alarm and half-duplex two-way
audio.
Audio compression: G.711

Installation, management and
maintenance

Plug & play by QRcode scanning.
Video management software “Asta” for video access and
multi-camera management
Firmware upgrades via FTP

Supported protocols IPv4, HTTP, TCP, ICMP, UDP, SNTP, DHCP, ARP, DNS etc.
Accessories (included) Power adaptor, RJ45 Ethernet cable, quick installation guide.
App App “Asta” for Android and iPhone
Alarm and event management Events triggered by motion detection

Push notification on iPhone and Android devices.
Dimensions (HxWxD) and weight 150 x 71 x 60 mm, bracket included

450 g, incl. camera bracket, excl. power adaptor
Operating conditions -20-50 °C

Humidity 20 – 80% RH (non-condensing)

1. Tap on CAMERA icon >> – icon >> Select the camera that has to be deleted.

Power on the Camera and press the reset button for 5 sec. Once the reset is completed you will
hear the confirmation message.

 Full HD, video resolution 1920x1080 for 30 fps.
 IP66 rated housing.
 Lens viewing angle is 90 degree(horizontal).
 Plug & play through simple WiFi setup.
 H.264 video compression.
 IR cut for day and night usage.
 Two way audio.
 SD card video recording with 3 seconds of pre-recording.
 2.4GHz WiFi with WEP and WPA/WPA2 security support.
 Night mode control – support automatic, manual and scheduled modes.
 Push notification on iPhone and Android for motion detection.
 Watchdog function to prevent system failure

Standard warranty of 12 months from the date of supply is applicable for all products.

The warranty shall not cover:
 Mechanical damages caused by impact, falling or dropping the device or their object,

unauthorized use or not observing the Operation Manual.
 Damages resulting from external causes, for example: flood, storm, fire, lightning,

natural disasters.
 Damages resulting from the use of spurious spare parts or accessories improper for

given model, repairing and introducing alterations by unauthorized persons.
 Defects caused by operating inoperable devices or accessories.

For any technical and support queries, please contact

CONFIO TECHNOLOGIES PRIVATE LIMITED
80 feet road, Off Kanakapura Rd,

behind KS Polytechnic College, Raghuvanahalli ,
BANGALORE-560062
KARNATAKA – INDIA

EMAIL: support@confio.in
Mobile: +91-8088780780
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